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Cardboard crusher
type PPZ, PZB, PZZ 

Simply powerful

PRESTO cardboard rippers can be used wherever cardboard boxes and 
large waste containers are collected. Lift and tip devices are available 
as integrated, mobile and stationary versions. Collection containers are 
tipped with the HKV into open containers, hoppers or compactors.

The PRESTO cardboard ripper is your functional aid for effective hand-
ling of recyclable materials. We design the optimum solution for your 
disposal needs.

Individually usable

for materials and recyclables like
paper and cardboard, disposable cardboard pallets

for industries such as
disposal and logistics companies, the packaging industry, 		
retail chains and many more.

Versatile & efficient

	Material feed and shredding via two rotating spiked rollers

	Replaceable, highly wear-resistant roller attachments 

	Pre-compaction in auger compactor or channel baler for 	
integration into work and product processes 

	Optionally hydraulically movable (for uncomplicated 	
maintenance & cleaning

Economical & elegant

	RAL color selection from a variety of lead and chromium free 
paints

	High safety and protection standards

	Low-maintenance operation thanks to reversing control

	high-quality components guarantee functional reliability and		
 low-noise operation of < 65 dB (A)

	Many years of experience in construction, design and project 	
planning



PRESTO GmbH & Co. KG
Gewerbepark 4 I D-49196 Bad Laer
Fon +49 5424 2927-0 I Fax +49 5424 2927-90
kontakt@presto.eu I www.presto.eu
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PPZ PZB PZZ

Length (L) mm 2310 2340 2170

Width (W) mm 1350 1620 1350

Height (H) mm 660 800 600

Frame height (h) mm 300 680 300

Filling opening (l x w) mm 1380 x 1220 1380 x 1500 1380 x 1220

Rotational speed n/min 22/5,5 40/9 13/5,7

Machine weight kg 1450 1350 720

Motor power rating kW 9,7 13,2 6,2

Electrical power supply 3 L / N / PE; 400 V,50 Hz
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Subject to technical changes; the figures are rounded and may vary depending on the equipment version.


