Megapress
type MP

Simply powerful

The PRESTO Megapress can be used wherever large quantities of dry,
bulky recycling materials and waste fractions accure. It compacts even
challenging, bulky material effortlessly.A pressing device firmly connec-
ted to the container effectively compacts the material.

The PRESTO Megapress high-performance compactor is your func-
tional, cost-saving link in the recycling cycle. We design the optimum
solution for your disposal requirements.

lIPRESTO

for your pressing issues

Individually usabler

for materials and recyclables like
furniture, bulky waste, wood and mattresses, XXL cardboard boxes
and many other dry materials

for industries such as
recycling and environmental centers, furniture stores as well as
disposal companies, logistics centers and many more

Versatile & efficient

'“I” Low (1,120 mm) and large filling opening for easy, user-friendly
filling

'“I” Floated roof for smooth, fast emptying
'“I” Solid, robust design with high pressing force (50 tons)

'“I” Side-operated central locking system for quick and easy opening
of the emptying flap

'“I” Drive and bearing elements on the outside (no contact with
recyclable and waste materials)

'“I” Easy maintenance via large, double-wing service doors

'“I” Flexible installation location - plug and play (solid base, power
supply, safety belts required for installation)

Economical & elegant

'||||| Extensive basic equipment and selection of accessories for
customer-specific requirements

'||||| High-quality, wear-resistant components guarantee functional
reliability

'||||| RAL color selection from a variety of lead and chromium free
paints

'||||| Large advertising space due to frame-free design

'||||| PRES-TO-GO control > reduced power consumption, CO,
reduction through optimal route planning

'||||| QOverview, access and management via PRES-TO-web /
PRES-TO-GO app

_III"Container Pressen | Schneckenverdichter | Ballenpressen | Umlade- und Verschiebeanlagen | Hub-Kippvorrichtungen
Compactors | Auger Compactors | Balers | Transfer and Shifting Stations | Bin Lifters
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for your pressing issues
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Volume

Length (L)

Width (W)

Height (H)

Space requirement (Sx Y x H)
Locking dimension (V)
Filling height (h)
Filling opening (I x w)
Filling volume, max.
Pressing force

Cycle time

Machine weight
Motor power rating

Electrical power supply

Subject to technical changes; the figures are rounded and may vary depending on the equipment version.
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Gewerbepark 4 1 D-49196 Bad Laer

Fon +49 5424 2927-0 | Fax +49 5424 2927-90

kontakt@presto.eu | www.presto.eu

Megapress MP 26

26

6545

2440

2650

8390 x 2675 x 2650
3640
1120
2030 x 1825

2,5

500
60

6400

5,5

3L/N/PE;400V,50 Hz

Megapress MP 28

28

6900

2440

2650

8750 x 2675 x 2650
3765
1120
2030 x 1825

2,5

500
60

6600

5,5
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